
GGG50 Cast Iron Flanged Fittings Long Radius 90 Degree Steel Pipe
Elbow

Basic Information

9001

nc134

ISO 9001

134

1 pcs

Standard

25-30 days

L/C, T/T

200,000 pcs per month

Product Specification

Ductile Cast Iron GGG50, QT500-7/450-
10,FGS500-7,420-12

Lost Foam, Resin Sand, Green Sand Casting

Tee, Bend, Elbow

Water Supply Project, Drainage, Sewerage,
Irrigation ,water Pipeline

Blue, Black Or As Your Request

SGS, BV, Third Party Inspection

ductile iron pipe fittings, 
cast iron flanged fittings

More Images
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Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order Quantity:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Material:

Process:

Type:

Application:

Color:

Inspection:

Highlight:

Sunrise Foundry CO.,LTD
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Product Description

GGG50 Cast Iron Flanged Fittings Long Radius 90 Degree Steel Pipe Elbow
 
Factory Introduction
 
We have been supplying ductile pipe fittings for Municipal, Drainage, Machinery Products and Services.
Our products are including pipes, couplings, valves, manhole covers, bollards, and OEM products in different materials, sizes and technical
processes according to customers' requirements.
 
We can make all flanged tee, flanged bell mouth, all flanged cross, double flanged taper, flanged spigot, blank flange, double flanged 90 long
radius bend, double flanged 90 ductfoot bend, puddle flanges, all flanged 45 angle branches, all flanged Y pipes.
 
 
Any other related products we can make:
 
Flanged pipe fitting
Loosing flanged pipe fittings
Push-in socket pipe fittings
Mechanical Joint socket pipe fittings
Express Joint socket pipe fittings
Fitting for PVC pipes
Other pipeline accessories
 
Product Details
 
1. Material: Ductile Iron (Standard GGG500-7)
2. Specifications: DN50-2000mm,K12/14/9
3. Standards:ISO2531, EN545, EN598, BS4772
4. Mechanical properties: Tensile strength>420mpa ; Elongation>5%;
Hardness<250HB; Proof stress >300mpa
5. Coating: Electric-static epoxy in blue, black or red.

 
 
Our Services

1. Fast Delivery: around 10 days below 500Metric Tons after sight of Irrevocable L/C or Deposit
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2. Quality Assured: Strictly quality system. To International standard ASTM, BS, EN, JIS, with System ISO certification

3. Good Service: supplied professional technical guide free of charge at anytime;

4. Reasonable Price: to be better support your business.

 
Packaging Details
 
Standard export wooden case, wooden pallets or as per your requirements
 
Port: Ningbo
 
Lead Time: 25-30 days
 
Our main market is African, Middle East Countries, South American, Asian.
 
FAQ
 
Q: What's your qualification in this product ?
 
A: We have been engaged in this industry for decades with seasoned export team .
All the product is strictly conformed to the international standard ISO2531:1998, EN545-2002 and other related standard.
 
Q: How long is your delivery time ?
 
A: Generally it is 5-10 days if the goods are in stock. or it is 20-30 days if the goods are not in stock, it is according to quantity.
 
Q: Can I request to change the form of packaging and transportation?
 
A: Yes, We can change the form of the packaging and transportation according to your request, but you have to bear their own costs incurred
during this period and the spreads.
 
 
Q: Could you specially design and produce for clients?
 
A: Sure, we have all kinds of professional engineers.We can design and produce special products according to customers' request. Such as:
special size, special control, OEM, etc
 
Q:What's your terms of payment ?
 
A: 30% T/T in advance, balance before shipment or against L/C. And D/P, D/A, L/C for free options.
 
Q: What's your trade terms ?
 
A: FOB, CIF, CFR as per client's requirements.
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